
Discharge: Different Discharge Rates,  2 V cut-off, 25℃

Charge: 0.2 C, 3.65 V, CC-CV, 0.03 C cut-off, 25 ℃ Rest: 30 min.
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3. Characteristics: ChargingDNK Power Co., Ltd
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LITHIUM-ION BATTERY CELL SPECIFICATIONS

Internal Impedance ≤ 20 mΩ

Nominal Voltage 3.2 V

Battery Cell Model: 26650-3500mAh

 1. Specifications

Nominal Capacity 3500 mAh

Minimum Capacity 3450 mAh

700 mA

2.0 V

2. Product Drawing

Battery Cell Weight

3.65 V

≤ 90 g

Charging Voltage

5. Characteristics: Cycle Life

Energy ≤ 11.2 Wh

Continuous Discharging 15 A

4. Characteristics: Different Discharge RatesQuick Charging 3500 mA (1 C)

Discharge Cut-off Voltage

Standard Charging
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      Time （Hr）

Charge: 0.2 C, 3.65 V, CC-CV, 0.03 C cut-off, 25℃
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Charge: 0.5 C,3.65 V,CC-CV,0.03 C cut-off，25℃; 0.03 C，25℃ Rest  :30 min;

80%

Cycle Number


