3.7V DNK386478 3050mAh LiPo Battery Pack with PCM. This
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Electrical Data | Tisn ~ : i e ey S
Part Number LP 386478 e \:N 0 \\ 40°C
Nominal Voltage 3.7V B AN ;_jﬁ_s'l“'{ i \\\
Nominal Capacity 3050 mAh e mic ! e . — S N\\ N
Internal Impedance <60m Q }.:-: W 3.0 N \\ \ \\
Charge Voltage 4.2V l\l 28 \\ \\\ \\
Recommended Charge Current 0.2€ | w = 0 10 en 30 40 50 60 70 80 90 100 110
Allowed Max Charge Current 0.5C — Discharge Capacitv(%)
Output Voltage Range 4.2-2.5V 90% ' { l { l
Recommend Discharge Current 0.2C ltem Parameter (mm) SU% ‘|\\ | ‘\:{\..\ : : i l —
Max Continuous Discharge Current ~ 1C T 38 70% || N\ N -T\ . ! :L” g
Pulse Discharge Current 3C(10mS) W 64 ? 60% ! \ T\\ | : ? \!‘
Discharge Cut-off Voltage 2.51+0.05V S 50% ! ! ! \. ! ! FrEoCy]
Cycle Life to 80% Health 500(0.2C, 25°C M 10 % sovs ||| 1owFaol #EGIrO) | | |
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Environmental Data = g e i | i i ] ]

L, * 2% | — i i i i i }
Charging Temperature Range 0 - 45° C 10% | | | | | | |
Discharge Temperature Range -20 - 60° CO BL 80t 1 0% : : 1 1 1 : {
Storage Period 1 Week 20 - 45° C CL 100 0 2 4 6 8 L 12 14
Storage Period 1 Month -10 - 45° C I st aimaes
Storage Period 6 Months 0 - 35° C y ﬁ:ed(wd PCB ANNOUNCEMENTS
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Battery Protection - @ Do not fully discharge your LiPo battery . Discharging a LiPo beyond
Over Charge 4275 + 50mV g ',g it’s critical minimum v'oltage (3.0v) can cause damage to the battery. '
Over Discharge 25V + 50mvV g % . Ensure that charging I.eads are con.nected correctly. Reverse charging
Over Current 3A to 5A . Ea can lead to cell damage, fire or explosion.
Short Circuit Yesv m s . If you have dro.pped or damaged a LiPo battery in any way, do not
8 3 attempt to charge it.
Mechanical Data . = J CONTACT INFO
Dimension(L1=W*T) 80 x 64 x3.8mm | W ) Mail: sales@dnkpower.com
\évilght . - 355/":2'9 8 Tel:+86 755 36827358 Hour of operation: 9:00am-6:00pm, Mon. to Fri.
attery Terminals
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